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	Tech Tip Title: Installation InstructionsGenerator Pressure Switch Kit
	Tool List: Tools Required:9/32 inch / 7.1 mm drill bitDrill motorTape measureAssorted hydraulic wrenchesLiquid pipe thread sealantHydraulic caps and plugsSpill containerOil absorbent padsMild cleaning solvent
	Model: Multi-ProductModels with Heavy DutyWelder Generator Option
	Step Number 1: [ ]
	Step 1: Note: These installation instructions apply  to the Genie models listed below:S-40S-45S-45 TraxS-60S-65S-60 HCS-60 XS-60 XCS-60 TraxS-65 TraxS-80 From Serial Number 3082 to 7999S-85 From Serial Number 3082 to 7999
	Photo 1: 
	Step Number 2: [ ]
	Step 2: Components of Kit 1271398GTInstallation instructionsGenie part number 1271399GT Qty. 1Hydraulic hose assembly, 1/4 inch, 3250 PSI Genie part number 1271313GT Qty.1 Pressure switch, #4 NPT, 200 PSIFGenie part number 146284GT Qty. 1Screw, HHC, 1/4-20, 8, ZAGGenie part number 824059GT Qty. 1Nut, TL, 1/4-20, ZAGGenie part number 824024GT Qty. 1Rubber clamp, 1.00, #16-20Genie part number 18666GT Qty. 1Jumper harness, pressure switchGenie part number 1271775GT Qty. 1
	Photo 2: 
	Step Number 3: [Step 1]
	Step 3: Note: Perform this procedure on a firm, level surface with the machine in the stowed position.Using illustration 1, mark and drill one.281 inch / 7.1 mm hole into the generator bracket.Note: Some models have brackets withpre-existing holes in close proximity that can be used.
	Photo 3: 
	Step Number 4: [Step 2]
	Step 4: Apply pipe thread sealant to the male threads of the hose assembly (Genie part number 1271313GT) and the kit provided pressure switch (Genie part number 146284GT). Attach the pressure switch to the end of the hose assembly. Using two wrenches, torque to 16 ft-lbs / 22Nm.NOTICEComponent damage hazard. Donot apply sealant beyond thethreads.
	Photo 4: 
	Step Number 5: [Step 3]
	Step 5: Locate, disconnect the pressure switchharness and remove the pressure switch from the adapter connector under the diverter manifold next to the generator. Discard the pressure switch.WARNINGBodily injury hazard. Sprayinghydraulic oil can penetrate andburn skin. Loosen hydraulicconnections very slowly to allowthe oil pressure to dissipategradually. Do not allow oil tosquirt or spray.
	Step Number 6: [Step 4]
	Step 6: Attach the hose assembly to the adapterconnector under the diverter manifold. Using two wrenches, torque to 11 ft-lbs / 15 Nm.
	Photo 6: 
	Step Number 7: [Step 5]
	Step 7: Install the rubber clamp (Genie part number 18666GT) around the hex portion of the pressure switch.
	Photo 7: 
	Step Number 8: [Step 6]
	Step 8: Secure the pressure switch and rubber clamp to the generator bracket with fasteners (Genie part numbers 824059GT and 824024GT) andtighten. Refer to illustration 2.
	Photo 8: 
	Step Number 9: [Step 7]
	Step 9: Connect the jumper harness (Genie partnumber 1271775GT) to the pressure switch and harness disconnected in step 3.Note: Some models may not require the jumperharness to reach the pressure switch.
	Photo 9: 
	Step Number 10: [Step 8]
	Step 10: Turn the key switch to platform control and pull out the red Emergency Stop button to the on position at both the ground and platform controls.
	Photo 10: 
	Step Number 11: [Step 9]
	Step 11: Start the engine and activate the generator option to check for leaks.
	Photo 11: 
	Step Number 12: [Step 10]
	Step 12: Return the machine to service.
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	Step Number 13: [ ]
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	Step Number 14: [ ]
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	Step Number 16: [ ]
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	Step Number 17: [ ]
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	Step Number 18: [ ]
	Step Number 19: [ ]
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	Step Number 20: [ ]
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	Step Number 21: [ ]
	Step Number 22: [ ]
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